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ULE2 Ultra-Lo Series

0.25 to 24 ton lifting capacity

Features

The complete line of low-headroom Ingersoll Rand worm-gear-driven electric and
air hoists provides smooth, quiet, trouble-free operation. All models are tested in
accordance with ANSI B30.16 overhead hoist standards.

- Large-diameter chain wheels for improved chain wear

+ Worm gear drive for maximum control and durability

- Plain, motorized, and hand chain trolleys

- Dual up and down limits for added safety

+ NEMA-12 enclosure for weather-resistant pendent controls

+ Design flexibility allows custom configurations to be offered and priced on request
+ Dual- and self-braking worm drive and spring-applied motor brake

- Explosion-proof units and spark- and corrosion-resistant features can be
customized to fit applications and priced on request

+ Quick response time to quotes and reduced lead time on delivery

ULE2 Electric Series Specifications
Trolley Mount Lifting Speed Lowering Speed Net Weight Net Weight

Capacity Motor Headroom Rated Load or No Load Rated Load or No Load  Plain Trolley Geared Trolley

Net Weight
Motorized Trolley

Ib US.tons #Falls hp i ft/min m/min ft/min m/min Ib kg Ib kg Ib kg
ULE2_010-8-6 2,000 1 N/A 2 7 177.8 10 3.1 10 3.1 440 199.5 470 213.2 480 217.7
ULE2_015-8-6 3,000 1.5 N/A 2 7 177.8 10 3.1 10 3.1 440 199.5 470 213.2 480 217.7
ULE2_020-8-6 4,000 2 N/A 2 7 177.8 10 3.1 10 3.1 440 199.5 470 213.2 480 217.7
ULE2_030-8-6 6,000 3 N/A 2 8 203.2 5 15 5 1.5 540 244.9 570 258.5 580 263
ULE2_040-8-6 8,000 4 N/A 2 8.5 215.9 5 15 5 1.5 540 244.9 570 258.5 580 263
ULE2_050-8-6 10,000 5 N/A 4 9.5 2413 7 2.1 7 2.1 1,280 5805 1,340 607.7 1,310 594.1
ULE2_060-8-6 12,000 6 N/A 4 9.5 2413 7 2.1 7 2.1 1,280 5805 1,340 607.7 1,310 594.1
ULE2_080-8-6 16,000 8 N/A 4 12 304.8 4 12 4 12 1,350 6122 1,480 671.2 1,400 634.9
ULE2_100-8-6 20,000 10 N/A 4 12.5 317.5 35 1.1 35 1.1 1,730 7846 1,810 820.9 1,780 807.3
ELE2_120-8-6* 24,000 12 N/A 4 12.5 317.5 35 1.1 35 1.1 1,730 7846 1,810 820.9 1,780 807.3
ULE2_160-8-6* 32,000 16 N/A 4 14.5 368.3 2 0.6 2 0.6 2,300 1043.1 2,380 10794 2,350  1065.8
ULE2_200-8-6* 40,000 20 N/A 4 18 457.2 17 0.5 1.7 0.5 2,650 1201.8 2,810 12744 2,750  1247.2
ULE2_240-8-6* 48,000 24 N/A 4 18 457.2 1.7 0.5 1.7 0.5 2,650 1201.8 2,810 12744 2,750 1247.2

Notes:

Standard lift is 10 ft.

* For over 10 U.S. ton capacity, straight track operation is recommended.

Curved radius must be specified on orders, since wheels must be modified to negotiate curves.

Curves less than minimum radius may be fitted upon application. Consult Customer Service for further information.
ULA2 air hoist specifications and dimensions are similar. Consult Customer Service if accurate data is required.

866-207-6923



ULE2 Ultra-Lo Series

0.25 to 24 ton lifting capacity

ULE2 Series Dimensionst

ULE2_010-8-6 7 33 16.5 16.5 7.8 7.8 12 10 0.6 1.1 1.1 4.5 0.9 S6X12.5 6 6 9.3
ULE2_015-8-6 7 33 16.5 16.5 7.8 7.8 12 10 0.6 1.1 1.1 4.5 0.9 S6X12.5 6 6 93
ULE2_020-8-6 7 33 16.5 16.5 7.8 7.8 12 10 0.6 1.1 1.1 4.5 0.9 S6X12.5 6 6 93
ULE2_030-8-6 8 33 16.5 16.5 9 9 14 13 0.6 13 13 6.4 1 S8X18.4 6 8 55
ULE2_040-8-6 85 33 16.5 16.5 9 9 14 13 0.6 1.7 13 6.4 1 58X18.4 6 8 55
ULE2_050-8-6 9.5 50.5 235 249 7.4 7.4 12 15 0.9 1.7 1.4 7.2 0.9 S10X25.4 6 9 12
ULE2_060-8-6 9.5 50.5 235 249 7.4 7.4 12 15 0.9 1.7 1.4 7.2 0.9 S10X25.4 6 9 12
ULE2_080-8-6 12 50.5 235 249 8.4 89 14 13.5 0.6 2.1 1.7 83 1.1 S10X25.4 6 10 12
ULE2_100-8-6 1255 50.5 235 249 85 9.8 15.6 14.4 0.6 23 1.8 9.8 0.9 S12X31.8 6 11.7 10
ULE2_120-8-6 1255 50.5 235 249 85 9.8 15.6 14.4 0.6 23 1.8 9.8 0.9 S12X31.8 6 11.7 10
ULE2_160-8-6 14.5 54.5 255 26.9 119 11.9 18.6 18.6 0.6 3 2 11.8 1 S15X42.9 6 135 35
ULE2_200-8-6 18 54.5 255 26.9 12.1 12.4 193 19 0.8 3.6 2 11.8 1 S18X54.7 6 13.5 2.5
ULE2_240-8-6 18 54.5 255 26.9 12.1 12.4 193 19 0.8 3.6 2 11.8 1 S18X54.7 6 135 2.5
Notes:
1ULA2 air hoist specifications and dimensions are similar. Consult Customer Service for further information.
*Minimum standard I-beam for proper wheel running clearance. Contact factory for smaller beams. Customer must verify beam is adequate for applied loads.
**For standard motor and brake only.
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» HOW TO ORDER
Example: ULE2-MT-010-10-6TW
ULE2 MT - 010 - 10 6 TW
Base model Trolley options Capacity Lift (ft) Pendent drop Options
ULA2 = Air PT = Plain tapered 010 = 909kg = 2,0001b 10 = 10ft 6 =6ft C = Chain container
ULE2 = Electric PF = Plain flat 015 = 1364 kg = 3,000 Ib (standard) (standard) X = Electric mainline power
MT = Motorized tapered 020 = 1818kg = 4,000 Ib XX = Specify XX = Specify interupt and pendent
MF = Motorized flat 030 = 2727kg = 6,0001b length length buttons
GT = Geared tapered 040 = 3636 kg = 8,000 Ib W = Electric (NEMA 4)
GF = Geared flat 050 = 4545kg =10,000Ib watertight control
060 = 5455kg =12,0001b box, limit switches and
080 = 7273 kg =16,0001b pendent
100 = 9091 kg = 20,000 Ib T = Electric thermal overload
120 = 10909 kg = 24,000 Ib relays — each single
160 = 14545 kg =32,000 Ib speed motor
200 = 18182 kg = 40,000 Ib L = Electric fused control
NOTES: 240 =21818kg = 48,000 1b per leg of transformer
S*COR*E options and marine finish are available. E = ‘ETSSS ia;yo tor fuses —
Consult factory for flange widths over - 6” up to 1t - 6.625” up to 1.50 and 2 t - single speed hoist
7.25"on3and4t-825 on5to 12 t. g€ 5p
F = Electric motor fuses —

Ultra-Lo hoists are not adjustable for varying beam sizes.
Beam type, size, height, width and curve radius required for all orders.
Customer to verify their beam is adequate for loads applied.

single speed hoist and
trolley

ingersollrandproducts.com/lifting
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